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Resumo

Alvares, Luciano; Ripper, JL.M. Cudpula Catendria de
“Fibrobarro’estruturado com bambu - Concepcédo e Processo
Construtivo. Rio de Janeiro, 2008. 102p. Dissertacdo de Mestrado —
Departamento de Artes & Design, Pontificia Universidade Catdlica do Rio
de Janeiro.

O atua modelo de desenvolvimento das cidades, juntamente com o
consumo desenfreado dos recursos ndo renovaveis, mostrou-se inviavel do ponto
de vista da sustentabilidade, fato este que tem gerado preocupacéo em diversos
setores da sociedade. No cendrio mundial, principalmente no setor da construcéo
civil, vem crescendo a demanda pelo uso de novos materiais e técnicas que nao
sgjam agressivos a0 meio ambiente. O meio académico, como ambiente de
pesquisa é um dos locais para a geracdo desses novos materiais e técnicas que
possam suprir as demandas visando o desenvolvimento sustentédvel. Nesse
contexto, o LILD (Laboratério de Investigacdo em Living Design) vem estudando
nos ultimos 20 anos tecnologias limpas de baixo impacto ambiental, atendendo a
demandas reais na construcao de objetos de design e arquitetura. No momento o
LILD trabalha, entre outras atividades, com materiais compdsitos de terra crua e
fibras naturais. Este trabalho apresenta o resultado do processo de
desenvolvimento no LILD de um objeto feito com estes compdsitos, denominado
CUPULA CATENARIA, com a aplicacdo da metodologia projetual utilizada no
LILD. Os experimentos foram desenvolvidos a partir de modelos processuais que
determinaram o0s parametros e apontaram as diretrizes a serem seguidas no
projeto, visando sempre a aplicacdo e construgdo de um modelo em escala real,

gue por sua vez incorpora diversos saberes de diferentes areas de conhecimento.

Palavras-chave

Compdésitos; terra crua; bambu; taipa.
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Abstract

Alvares, Luciano; Ripper, JL.M. Catenary Dome of “fiber soil”
Structured with bamboo - Conception and Constructive Process. Rio
de Janeiro, 2008. 102p. Dissertacdo de Mestrado — Departamento de Artes
& Design, Pontificia Universidade Catdlica do Rio de Janeiro.

The current model of cities development, considering the wild
consumption of not renewable resources, has shown impracticable due the
sustainability point of view. Fact which isrealy concerned alot of preoccupation
in many sectors of human society. In the world-wide scenery, mainly at civil
construction sector, it is growing a big demand for the use of new and alternative
materials and techniques that may not harm the world environment. Due this
situation, in the academic field that is considered an excellent research
environment, it is the right place to new materials and techniques born in order to
supply the demands considering the sustainable development. In this context, the
LILD (Research Living Design Laboratory) has been studying last 20 years the
applications of clean and low environmental impact technologies, answering the
demands of building the design and architecture of real objects. This work
presents the result of the developing process of an object named CATENARY
DOME, applying the project methodology of LILD. The experiments have been
developed of processual models that determined the parameters and point
directives to be followed in the project, having in mind aways the application and
construction of an object in real scale, that incorporate many different knowledge

areas.
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